Product data sheet L ®
Power connectors J blndel'

Product description Bajonett HEC female cable connector, Contacts: 12, 7.0 - 13.0 mm, unshielded, crimp (Crimp contacts must be ordered
separately), IP68/IP69K, UL, VDE

Area Bajonett HEC series 696
Order number 99 6518 000 12

lllustration Scale drawing Contact arrangement (Plug-in side)
|

You can find the component part drawing and assembly instructions on the next
page.

Technical data

General values Electrical values
Connector design female cable connector Rated current (40 °C) 5A
Connector locking system Bayonet Rated voltage 250V
Termination crimp (Crimp contacts must be Rated impulse voltage 4000 V
ordered separately) Pollution degree 3
Wire gauge (mm) see crimp contacts under Overvoltage category 1]
accessories Insulating material group |
Cable outlet 7.0-13.0 mm Insulation resistance >108Q
Upper limit temperature 100 °C EMC compliance unshielded
Lower limit temperature -40 °C Degree of protection IP68/IP69K
Customs tariff number 85369010 Mechanical operation > 500 Mating cycles
Material
Contact material depending on crimp contact
(accessory)
Contact body material PA
Housing material PA
REACH SVHC None (No pollutants)

authorization/approvals

Approval 1 uL
Approval 2 VDE
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Component part drawing

Dichtring 12-17 mm

Steckereinsotz

N — Druckschraube

Verriegelungseinheit Stecker ——
Dichtring 7-13 mm

Buchseneinsatz

Verriegelungseinheit Dose ——

1. Stiip to 50 mm length ond fake off cable jocker.

2. Bead pressing scew, pinch ring, seal ond distance sleeve fo cable.

3, Siip insulatian of the single wites (length 3,5 mm).

4. rimp contacs o single wires.”

5. Press crimped contacts into contact carrier ntil they snop into place. Then push the
correr info the connector sleeve fa block.

Anention! Bearin mind the positioning of the contoctsin rlofion o the housing.
The matk poinis to the snap.

Put locking unit to the thread of the connector slpeve and screw it with slight
pressure fowards the direction marked with an arrow uafil it s tght.
(tecommende torque 80 chm)

Pushsealing in ito the pinch ing fo blck an fx both by srewing th prssing
scraw fowards the connector sleeve. (1ecommended forgue 250 chm)

Extacing the coniadts:
As the contacts are fullfloafing the extaction fool can be inseited with slight pendufor
‘movements to block. Afterwards press the extraction button.

* Crinping fol for sigle contats OnceringNo. 66 0001 01 100
imping ol for i ot~ Ordtingil. 670001 04 100

Extraction foolfor contacts OrderingNo. 07 0083 000
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Security notices

The connector must not be plugged or unplugged under load. Non-observance and improper use can
result in personal injury.

The connectors have been developed for applications in plant engineering, control and electrical
equipment construction. The user is responsible for checking whether the connectors can also be used
in other areas of application.

Connectors which are used in circuits with voltages dangerous to the touch may only be installed and
used by, or under the supervision of, persons with electrical engineering training, taking into account
the applicable regulations and standards.
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